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NOTE:
PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
PHASES ASSOCTATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

ONE HANDHOLE IN THR
BREAK AREA TO USE BREAK AREA TG USE

LOCATED 272 FEET LOCATED 640 FEET,
FROM THE STOP LINE 840 FEET, AND 1,042 FEET

! EXISTING SIGNS RESPECTIVELY, FROM

EXISTING SIGNS THE STOP LINE
—D 10 REMATN TO RELOCATE

GENERAL NOTES

1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND
UTILITIES PRICR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT. IF ANY
UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA
STANDARD PLATES FOR TRAFFIC CONTROL.

THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
VIDEQ CAMERA LOCATIONALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
THE SHA SIGNAL SHOP WILL PROGRAM THE PROPOSED VIDEOQ DETECTION CAMERAS TO
PICK UP BOTH PRESENCE AND SETBACK DETECTION.

WITHIN 36 IN. OF UNDERGROQUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE
REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND.

ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED WIRING.

THE CONTRACTOR SHALL ENSURE THE EXISTING TRAFFIC SIGNAL (INCLUDING ALL
PRESENCE AND SETBACK DETECTION) REMAINS OPERATIONAL UNTIL THE MODIFIED
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TRAFFIC SIGNAL 1S OPERATIONAL. 9
10. THE CONTRACTOR SHALL MAINTAIN THE EXISTING INTERCONNECT UNTIL THE NEW
INTERCONNECT IS INSTALLED (SEE INTERCONNECT PLAN FOR DETAILS). EXISTING INTERCONNECT
1. THE CONTRACTOR SHALL CONTACT MR.ED RODENHIZER 72 HOURS IN ADVANCE OF TO MITGHELLVILLE ROAD
SIGNAL CONSTRUCTION. SEE INTERCONNECT PLAN Y — -
12. THE CONTRACTOR SHALL CONTACT CHIEF JEFFREY KRAUSS OF PRINCE GEORGE'S - T -
COUNTY AT 301-773-8362 TO COOCRDINATE THE REWIRING OF THE EXISTING -
RED LIGHT CAMERAS.
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USE EXISTING ELECTRICAL HANDHOLE ’

USE EXISTING ELECTRICAL CONDUIT AND REMOVE ABANDONED WIRE
FURNISH AND INSTALL ELECTRICAL HANDHOLE
INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)
INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) W
INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED) OF-WaY
INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)
INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED)
EXISTING EQUIPMENT TO BE REMOVED AS PART OF THE ROADWAY EXCAVATION OR ABANDONED
REMOVE EXISTING ELECTRICAL HANDHOLE ONE HANDHOLE
ABANDON EXISTING GONDUIT {CAP AT THE NEAREST HANDHOLE(S)) IN BREAK AREA
INSTALL NON-INVASIVE MICROLOOP PROBE (SET OF TWO) TO USE LOCATED
INSTALL VIDEQ DETECTION CAMERA ON EXISTING TRAFFIG SIGNAL STRUCTURE (INSTALL CONTROL CABLE) 50" FROM STOPLINE
INSTALL LED MODULE IN EXISTING TRAFFIC SIGNAL HEAD
INSTALL NEW LED TRAFFIC SIGNAL HEADREMOVE EXISTING TRAFFIC SIGNAL HEAD
INSTALL 4 IN. CONDUIT BEND IN EXISTING FOUNDATION
RELOCATE EXISTING OVERHEAD SIGN
USE EXISTING HANDHOLE: SEE NOTE 11 FOR DIRECTION REGARDING THE RED LIGHT CAMERA EQUIPMENT
REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT; NOTIFY THE SHA SIGNAL SHOP TO SALVAGE THE
CABINET AND CONTROLLER EQUIPMENT; REMOVE AND CAP EXISTING POWER FEED EQUIPMENT
USE EXISTING POLE-MOUNTED TRAFFIC SIGNAL CABINET
EXISTING LOOP WIRE TO BE ABANDONED OR REMOVED AS PART OF GRIND
INSTALL METERED SERVICE PEDESTAL (NOTE 3-2 IN. PYC 90 DEGREE BENDS,1-4 IN.PVC 90 DEGREE BEND,
AND 1-34 IN. PVC 90 DEGREE BEND)
INSTALL 24 INCH WHITE THERMOPLASTIC PAVEMENT MARKINGS (FOR STOPLINE)
INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)- FOR UNDERGROUND POWER
SERVICE. THE CONTRACTOR SHALL CAP, MARK, AND LEAVE A ONE FOOT STUB WITH PULL STRING AT BASE
OF UTILITY POLE FOR USE BY OTHERS.
Z. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELEGTRICAL CONDUIT (TRENCHED) - FOR PROPOSED TELEPHONE SERVICE.
CAP AND MARK CONDUIT, AND LEAVE A 1 FT.STUB WITH PULL STRING AT UTILITY POLE FOR USE BY QTHERS.
AA. INSTALL OVERHEAD SIGN.
BB. INSTALL 20 FT.LIGHTING ARM WITH 250 WATT HPS LUMINAIRE ON EXISTING TRAFFIC SIGNAL STRUCTURE
CC. INSTALL VIDEO DETECTION CAMERA ON PROPOSED LIGHTING ARM (INSTALL CONTROL CABLE)
DD. INSTALL NEMA SIZE "6" BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT
(NOTE 2-2 IN. AND 2-4 IN, 90 DEGREE BENDS)
EE. INSTALL 4 IN. SCHEDULE 80 RIGID PYC ELECTRICAL CONDUIT (SLOTTED)
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